TASKING.

Getting Started with the
TASKING VX-toolset for
TriCore

MC160-800 (v6.4r1) March 31, 2026



Copyright © 2026 TASKING B.V.

All rights reserved. You are permitted to print this document provided that (1) the use of such is for personal use only
and will not be copied or posted on any network computer or broadcast in any media, and (2) no modifications of the
document is made. Unauthorized duplication, in whole or part, of this document by any means, mechanical or electronic,
including translation into another language, except for brief excerpts in published reviews, is prohibited without the
express written permission of TASKING B.V. Unauthorized duplication of this work may also be prohibited by local
statute. Violators may be subject to both criminal and civil penalties, including fines and/or imprisonment. TASKING®
and its logo are registered trademarks of TASKING Germany GmbH. All other registered or unregistered trademarks
referenced herein are the property of their respective owners and no trademark rights to the same are claimed.



Table of Contents

O o (o To 11 oy O 1Y =T = PP 1
O O [ To (5= A @ =T o 1 P 1

2. PreParing fOr FIrSt USE ...viiiii ittt e e aas 5
2.1, Installing the SOfWAIE ...t et aas 5
2.1.1. Installation for WINGOWS ........cuiuiitiiiei e 5

2.1.2. InStallation fOr LINUX .....uuieeiii e e 7

2. 0.3, LICBNSING ottt e aaas 8

2.2. Starting / Closing the TriCore EClipSe IDE ........oiiriiii e 23

2.3. Install Solutions from the Eclipse Marketplace .............oooiiiiiiiiic e 24

2.4. How to Use the DOCUMENTALION .. ..cuuinieitie e 25

2.5. Related PUBICALIONS ... ..ieiiii e 27

3. S EttiNG UP @ PrOJ BT oottt e 31
3.1 Create @ PrOJECT .ttt e 31

3.2, DIt @ PrOJECT ..uitit it e 33

3.3. Manually Add a File t0 YOUr PrOJECE ... ..iuiiiii e aas 33

3.4, Editing Files: CICH++ EQIitOr .. ...iviiiiiiii e e aas 36

3.5. Closing, Opening and Activating @ Project ..........coiiiiiii e 37

3.6, COPY @ PrO BT 1.ttt e 38

3.7. Setting ProjECt OPtiONS . vuvti ittt e 39

3.8, BUIld @ PrOjECT .. uititi i e 43

3.9. Refer to Another Project from a TriCore Project .........ccoouiiiiiiiii i 43

3.10. Using the Sample ProjeCtS ........oviiiiiiiiii e 44

3.11. IMpOrt/EXPOrt Project Properties .....o.iiiiiii e 45

4, Debugging Your APPRHCAtION .......o.iiii e a7
4.1. Setting up a Project for DebUQQING ......oviririi i a7
4.1.1. Create @ SamPIE PrOJECT . ..iviiitii e a7

4.1.2. Set TASKING WINIDEA PreferenCes ......o.vvieiiiiiiiiiiecee e 48

4.1.3. Create a Debug Configuration ...........ccooiiiii i 48

4.2, Start @ DEDUQG SESSION ...cuiniiiiii i e 51

4.3. Stepping through the APPlICAtIoN ... ..o 52

4.4. Setting and Removing Breakpoints .........c.ouiuiriiiiiii e 52
4.5.ENd @ DEBUQG SOSSION ...iiiiiiiii e 54



Getting Started with the TASKING VX-toolset for TriCore



Chapter 1. Product Overview

The TASKING® VX-toolset for TriCore™ is available in several licensing bundles called editions - allowing
you to choose the best fit for your application development activities. This Getting Started manual and
the User Guides describe all features available. In this manual, TASKING VX-toolset for TriCore and
TriCore toolset are used as synonyms.

C/C++ compiler toolsets
C/C++ compiler toolsets are supported for the following cores:
e TriCore™/AURIX™,

» Hardware Security Module (HSM). The toolset for HSM is based on the toolset for Arm Cortex-M.
Therefore, in the product and the manuals use the term "Arm".

C compiler toolsets
C compiler toolsets are supported for the following cores:

» Generic Timer Module (GTM) / Multi Channel Sequencer (MCS). In the product and manuals we use
the term "MCS".

» Standby Controller (SCR). This controller is based on Infineon® XC800 microcontroller, which is an
8051 compatible 8-bit microcontroller. In the product and manuals we use the term "8051".

All toolsets are accessible from the Eclipse™ Integrated Development Environment (IDE).

1.1. Toolset Overview

The TriCore toolset consists of several tools, which are listed below. For the other toolsets in the product,
the overview is similar.

The main process flow of the toolset is shown in the following figure:
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The C++ compiler compiles C++ source files into intermediate C source files. The C compiler compiles
C source files into assembly files. The assembler processes these files and creates a relocatable object
file. The linker links and locates object files and libraries together into an absolute object file. Detailed
individual steps with all input and output files are described in the User Guide.

List of core tools in the product:

cptc The C++ compiler.
ctc The C compiler.



astc
artc

Itc
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The assembler.

The archiver. With this utility you create and maintain library files with relocatable object
modules (. 0) generated by the assembler.

The linker.

List of additional tools in the product:

cctc

amk

hldumptc

elfdump

elfpatch

elfsize

elfstrip

expiretc

eclipsec

A control program. The control program invokes all tools in the toolset and lets you quickly
generate an absolute object file from C and/or assembly source input files.

A make utility to maintain, update, and reconstruct groups of programs. The make utility
looks whether files are out of date, rebuilds them and determines which other files as a
consequence also need to be rebuilt. It supports parallelism which utilizes the multiple
cores found on modern host hardware.

A high level language (HLL) object dumper. With this utility you can dump information about
an absolute object file (. el f ). Key features are a disassembler with HLL source intermixing
and HLL symbol display and a HLL symbol listing of static and global symbols.

A utility to display general information about an absolute ELF file (. el f) or a relocatable
ELF object file (. 0).

A utility to change one or more section names, modify data references and/or ELF symbol
names within a relocatable ELF object file (. 0), relocatable linker object file (. out ) or
library (. a).

A utility to calculate the size of an absolute ELF file (. el f) or a relocatable ELF object file
(- 0).

A utility to strip debug sections and/or note sections from an absolute ELF file (. el f) ora
relocatable ELF object file (. 0).

A utility to limit the size of the cache by removing all files older than a few days or by
removing older files until the total size of the cache is smaller than a specified size.

The Eclipse console utility. You can use it to perform a headless build or generate makefiles
from the command line without starting the IDE.
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Chapter 2. Preparing for First Use

This chapter guides you through the installation process of the TASKING® VX-toolset for TriCore™. It
also describes which documentation is available and how you best can use it.

In this manual, TASKING VX-toolset for TriCore and TriCore toolset are used as synonyms.

2.1. Installing the Software

This section describes the installation of the embedded software for Windows and Linux. It also describes
how to license the software.

2.1.1. Installation for Windows

System Requirements

Before installation, ensure your system meets the following minimum requirements:
* A 64-Dbit version of Windows 11 or later

» Legacy 64-bit Windows versions starting from Windows 7 are also supported

* 4 GB memory

5 GB free hard disk space

» Screen resolution: 1024 x 768 or higher

Installation
1. If you received a download link, download the software and extract its contents.
2. Run the installation program (setup.exe).

The TASKING Setup dialog box appears.

3. Select a product and click on the Install button. If there is only one product, you can directly click on
the Install button.

4. Follow the instructions that appear on your screen. During the installation you need to enter a license
key, this is described in Section 2.1.3, Licensing.
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2.1.1.1. Silent Installation for Windows

For IT professionals and administrators a batch file (setup_silent.bat) is provided to automate product
installation and license configuration silently from the command line.

Open a Windows Command Prompt (as Administrator if you want to prevent any UAC (User Account
Control) dialogs) to run the silent installer.

Syntax
setup_silent.bat [options]

You can specify the following options:

Option Description

--env-options-file=path Custom path for the
TSK_OPTI ONS_FI LE_SW pr oduct - code- ver si on environment
variable.

--help Show the usage.

--license-key=key|pool-name |License key in the format XXxX-XXXx-Xxxx-xxxx or a POOL name.

--license-file=path Path to node-locked client based license file | i cfil e. t xt.

--options-file=path Path to existing | i copt . t xt to copy to
target-dir\etc\licopt.txt.

--server=name[:port][;...] License server(s) name and port.

--target-dir=path Installation directory

(defaultin C: \ Progr am Fi | es\ TASKI NG Tri Cor e ver si on).

--start-menu-folder=name Start Menu folder name (default: product name and version).

--uninstall Uninstall the product.

By default, the product will be installed in C: \ Progr am Fi | es\ TASKI NG Tri Cor e versi on.You
can overrule this installation directory with --target-dir.

The environment variable TSK_OPTI ONS_FI LE_SW pr oduct - code- ver si on is set to the absolute
location of t arget -dir\etc\licopt.txt.If you have located | i copt .t xt somewhere else, you
can use --env-options-file to specify the alternative location.

For details on licensing your product see Section 2.1.3, Licensing. For details on license pools to group
licenses see the online TLM documentation.

Examples
In the examples below, replace xxxx-xxxx-xxxx-xxxx with the license key you received from TASKING.

To install the product with a floating license or node-locked server based license served by the remote
license server:

setup_silent.bat --license-key=xxxx-XXXX-XXXX-XXXX


https://www.tasking.com/documentation/licensing/
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To install the product with a floating license or node-locked server based license served by the local
license server:

setup_silent.bat --1icense-key=xxxx-XxXX-XXXX-XXXX --server=local host: 9090
To install the product using your own customized | i copt . t xt:

setup_silent.bat --options-file=path

where, path is the path to the customized | i copt . t xt .

The file will be copiedtotarget-dir\etc\licopt.txt.

To install the product with a node-locked client based license:

setup_silent.bat --license-key=xxxx-XxXxx-XXXX-xxxx --license-file=path

where, path is the path to the node-locked client based license file | i cfil e. t xt.
2.1.2. Installation for Linux

System Requirements
Before installing, make sure the following minimum system requirements are met:
* 64-bit version of Linux

* Linux distributions must support GLIBC version 2.17 or higher. You can check the version with the
command | dd --version

* 4 GB memory
» 5 GB free hard disk space

» Screen resolution: 1024 x 768 or higher

Restrictions

Note that the TASKING® VX-toolset for TriCore™ on Linux does not have support for hardware debugging,
due to the lack of Infineon DAS drivers for Linux distributions.

Installation

TASKING VX-toolsets on Linux are delivered as GNU zipped tar files (e.g. SW160800-vx.yrz.tar.gz). The
installation is basically just unpacking this file.

1. Goto the directory where you want to install the product. For example, / opt , and issue the following
command:

tar xzvf SWL60800-vx.yrz.tar.gz -C /opt

2. License the software as described in Section 2.1.3, Licensing.
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2.1.3. Licensing

TASKING products are protected with TASKING license management software (TLM). To use a TASKING
product, you must install that product and install a license. See also https://www.tasking.com/
documentation/licensing.

The following license types can be ordered from TASKING.

Node-locked license

A node-locked license locks the software to one specific computer so you can use the product on that
particular computer only.

For information about installing a node-locked license see Section 2.1.3.3.2, Installing Server Based
Licenses (Floating or Node-Locked) and Section 2.1.3.3.3, Installing Client Based Licenses (Node-Locked).

Floating license

A floating license is a license located on a license server and can be used by multiple users on the network.
Floating licenses allow you to share licenses among a group of users up to the number of users (seats)
specified in the license.

For example, suppose 50 developers may use a client but only ten clients are running at any given time.
In this scenario, you only require a ten seats floating license. When all ten licenses are in use, no other

client instance can be used. Also a linger time is in place. This means that a license seat is locked for a

period of time after a user has stopped using a client. The license seat is available again for other users
when the linger time has finished.

For information about installing a floating license see Section 2.1.3.3.2, Installing Server Based Licenses
(Floating or Node-Locked).

Build server license

A build server license is a license on a central computer system, shared (used) by other systems,
automated processes or users. A build server license is limited to a maximum number of parallel processes
per user (seat). A build server license is usually installed as a floating license with a process limit.

When the maximum number of parallel processes is reached a new client process is set to waiting until
the number of running client processes under the same license seat is below the process limit.

Universal license
A universal license is a group license that is valid for two or more TASKING products. For example, if

you have a 4 seat universal license that is valid for two products, both products can use seats from the
same license.

License service types

The license service type specifies the process used to validate the license. The following types are
possible:


https://www.tasking.com/documentation/licensing
https://www.tasking.com/documentation/licensing
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Client based (also known as 'standalone’). The license is serviced by the client. All information necessary
to service the license is available on the computer that executes the TASKING product. This license
service type is available for node-locked licenses only.

Server based (also known as 'network based’). The license is serviced by a separate license server
program that runs either on your companies' network or runs in the cloud. This license service type is
available for both node-locked licenses and floating licenses.

Licenses can be serviced by a cloud based license server called "TASKING Remote License Server".
This is a license server that is operated by TASKING. Alternatively, you can install a license server
program on your local network. Such a server is called a "TASKING Local License Server". You have
to configure such a license server yourself. The installation of a TASKING local license server is not
part of this manual. You can order it as a separate product (SW000089). For documentation see https://
www.tasking.com/documentation/licensing.

The benefit of using the TASKING Remote License Server is that product installation and configuration
is simplified.

Unless you have an IT department that is proficient with the setup and configuration of licensing systems
we recommend to use the facilities offered by the TASKING Remote License Server.

1.3.1. Obtaining a License

You need a license key when you install a TASKING product on a computer. If you have not received
such a license key follow the steps below to obtain one. Otherwise, you cannot install the software.

Obtaining a server based license (floating or node-locked)

Order a TASKING product from TASKING or one of its distributors.

A license key will be sent to you by email or on paper.

If your node-locked server based license is not yet bound to a specific computer ID, the license server
binds the license to the computer that first uses the license.

Obtaining a client based license (node-locked)

To use a TASKING product on one particular computer with a license file, TASKING needs to know the
computer ID that uniquely identifies your computer. You can do this with the getcid program that is
available on the TASKING website. The detailed steps are explained below.

1.

2.

Download the getcid program from https://www.tasking.com/support/tim/downloads.

Execute the getcid program on the computer on which you want to use a TASKING product. The
tool has no options. For example,

Windows (GUI):

getcid_version


https://www.tasking.com/documentation/licensing
https://www.tasking.com/documentation/licensing
https://www.tasking.com/support/tlm/downloads
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n Get Computer ID for Node-locked Client Based License X

If you have a suitable Internet connection you can install without
:TASK IQG sending a Computer ID to TASKING in advance.

Test Internet Connection i

Congratulations! Your Internet connection is suitable for activating
wour Mode-Locked dient based license. All you need is a Licensze Key
from TASKING. Please report this successful connection test to your
TASKING representative.

In case the Internet connection test was not successful, please
copy this Computer ID by didkdng the button below and send it to
your TASKING representative by email.

Copy Computer ID to Clipboard |

The computer ID is displayed in the lower part of the dialog.
Windows (command prompt):

getci dcnd_versi on

The computer ID is displayed on your screen.

Linux:

./ getcid_version
Conput er| D: 5Dzm L9+Z- WWbO aMkU- 5Dzm L9+Z- WFbO- aMkU- MDAy - Y2Zm

The computer ID is displayed on your screen.
3. Order a TASKING product from TASKING or one of its distributors and supply the computer ID.
A license key and a license file will be sent to you by email or on paper.

When you have received your TASKING product, you are now ready to install it.

2.1.3.2. Frequently Asked Questions (FAQ)

If you have questions or encounter problems you can check the TASKING Knowledge Base.
https://kb.tasking.com/KB/83

This page contains answers to questions for the TASKING license management system TLM.

If your question is not there, please contact your nearest TASKING Sales & Support Center or Value
Added Reseller.

10
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2.1.3.3.Installing a License

On Windows the license setup procedure is done by the installation program. On Linux you have to install
a license manually.

If the installation program on Windows can access the internet then you only need the license key. Given
the license key the installation program retrieves all required information from the remote license server.
The installation program sends the license key and the computer ID of the computer on which the
installation program is running to the remote license server, no other data is transmitted.

If the installation program cannot access the internet the installation program asks you to enter the required
information by hand. If you install a node-locked client based license you should have the license file at
hand (see Section 2.1.3.1, Obtaining a License).

Floating licenses are always server based and node-locked licenses can be server based. All server
based licenses are installed using the same procedure.

2.1.3.3.1. Configure the Firewall in your Network

For using the TASKING license servers the TASKING license manager tries to connect to the remote
license servers|icl.tasking.comlic2. tasking.comlic3.tasking.comlic4.tasking.com
at the TCP ports 8080, 8936 or 80. Make sure that the firewall in your network is transparently enabled
for one of these ports.

2.1.3.3.2. Installing Server Based Licenses (Floating or Node-Locked)
If you do not have received your license key, read Section 2.1.3.1, Obtaining a License before you continue.
Windows

1. If you want to use a local license server, first install and run the local license server before you
continue with step 2. You can order a local license server as a separate product (SW000089).

2. Install the TASKING product and follow the instructions that appear on your screen.

The installation program asks you to enter the license information.

11
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6.

TASKING <product> - InstallShield Wizard X

License Key Information

Specify your license key TASI('“G .

Please enter the license key that you have received from TASKING. The key has the format like
aaaa-bbbb-cooc-dddd. If you do not have a key, please contact TASKING through
licensing @tasking. com, or contact your TASKING representative,

License Key:

Licensing Support < Back Mext = Cancel

In the License Key field enter the license key you have received from TASKING and click Next to
continue.

The installation program tries to retrieve the license information from a remote license server. Wait

until the license information is retrieved. If the license information is retrieved successfully subsequent
dialogs are already filled-in and you only have to confirm the contents of the dialogs by clicking the

Next button. If the license information is not retrieved successfully you have to enter the information
by hand.

Select your License Type and click Next to continue. If the license type is already filled in and grayed
out, you can just click Next to continue.

You can find the license type in the email or paper that contains the license key.

(For floating licenses only) Select Remote license server to use one of the remote license servers,
or select Local license server for a local license server. The latter requires optional software.

(For local license server only) specify the Server name and Server port of the local license server.

Click Next and follow the rest of the instructions to complete the installation.

Linux

1.

12

If you want to use a local license server, first install and run the local license server before you
continue with step 2. You can order a local license server as a separate product (SW000089).

After installation of the TASKING product, the license options file | i copt . t xt is present in the
directory <install-dir>/ <product-name>/ et c, for example / opt / Tr i Cor e/ et c for the TriCore
product, assuming you have installed the TASKING product in / opt . Edit this file with a text editor
and change the line:

TSK_LI CENSE_KEY_SWL60800 = 0000- 0000- 0000- 0000
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Replace 0000- 0000- 0000- 0000 with the license key you obtained from TASKING.

Set the environment variable TSK_OPTI ONS_FI LE_<Pr oduct - Code><ver si on> to the absolute
location of | i copt . t xt . For example:

TSK_OPTI ONS_FI LE_SWL60800v6_4r 1=/ opt/ Tri Core/ etc/|icopt.txt
export TSK_OPTI ONS_FI LE SWL60800v6_4r 1

2.1.3.3.3. Installing Client Based Licenses (Node-Locked)

If you do not have received your license key and license file, read Section 2.1.3.1, Obtaining a License
before continuing.

Windows

Install the TASKING product and follow the instructions that appear on your screen.

The installation program asks you to enter the license information.

TASKING <product> - InstallShield Wizard X

License Key Information

Spedify your license key TAS I( I “G s

Please enter the license key that you have received from TASKING. The key has the format like
aaaa-bbbb-ccoc-dddd. If you do not have a key, please contact TASKING through
licensing @tasking. com, or contact your TASKING representative.

License Key:

Licensing Support < Back Mext = Cancel

In the License Key field enter the license key you have received from TASKING and click Next to
continue.

The installation program tries to retrieve the license information from a remote license server. Wait

until the license information is retrieved. If the license information is retrieved successfully subsequent
dialogs are already filled-in and you only have to confirm the contents of the dialogs by clicking the
Next button. If the license information is not retrieved successfully you have to enter the information
by hand.

13
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TASKING <product> - InstallShield Wizard X

License Type Information

Choase your license type TAS I( |\|G .

License Type

ModeHocked server based license
O Nodedocked dient based license

() Floating license

Licensing Support < Back Cancel

3. Select Node-locked client based license and click Next to continue.

TASKING <product> - InstallShield Wizard x

Mode-locked Client Based

Spedify your license file content TASI( I \l G N

License File Contents:

Cancel

Licensing Support < Back

4. Inthe License File Contents field enter the contents of the license file you have received from
TASKING.

The license data is stored in the file licfile.txt in the etc directory of the product (<install_dir>\etc).

5. Click Next and follow the rest of the instructions to complete the installation.

14



Preparing for First Use

Linux

1. Install the TASKING product and put the license filel i cfi | e. t xt you have received from TASKING
in the directory <install-dir>/ <product-name>/ et c. For example, if you installed a TriCore product
in/ opt, the pathis/ opt/ Tri Core/etc

2. After installation of the TASKING product, the license options file | i copt . t xt is present in the
directory <install-dir>/ <product-name>/ et c. Edit this file with a text editor:

a. Change the line:
TSK_LI CENSE_KEY_SWL60800 = 0000- 0000- 0000- 0000
Replace 0000- 0000- 0000- 0000 with the license key you obtained from TASKING.
b. Change the line:
#TSK_LI CENSE_FI LE_SWL60800 = licfile.txt
to:
TSK_LI CENSE_FI LE_SWL60800=/ opt/ Tri Core/etc/licfile.txt
Specify the absolute path to the filel i cfil e. t xt.
3. Setthe environment variable TSK_OPTI ONS_FI LE_<Pr oduct - Code><ver si on> to the absolute
location of | i copt . t xt . For example:

TSK_OPTI ONS_FI LE_SWL60800v6_4r 1=/ opt/ Tri Core/ etc/licopt.txt
export TSK _OPTI ONS_FI LE_SWL60800v6_4r 1

2.1.3.4. License Files Created During Installation

The installation program on Windows stores the license key in the file | i copt . t xt in the et c directory
of the product. See Section 2.1.3.4.1, Licensing Options File for details about this file. Additionally, for a
node-locked client base license only, the installation program stores the license data in the file

I'icfile.txt inthe et c directory of the product. See Section 2.1.3.4.2, License File for more information.

2.1.3.4.1. Licensing Options File

All information needed by the client program to perform the license check is read from the options file
I'i copt.txt orfrom environment variables. The options in the options file have precedence over the
environment variables.

You can specify the name and location of the options file in an environment variable. When you specify
an absolute path then that file is taken. When you specify a relative path or only the filename then the
specified file is searched for according to a search path.

The # character marks the start of a comment.

The license options file is searched for in this order:

15
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1. Search for the license options file in an environment variable in this order:

TSK_OPTI ONS_FI LE_SWkxxxxxvX_YrZ=fil e
TSK_OPTI ONS_FI LE_SWkxxxxxhhXXY=fil e
TSK_OPTI ONS_FI LE_SWkxxxxx=fil e
TSK_OPTI ONS_FI LE=file

where,

SWxxxxxx is the product code,

hh is the host code (02 is Linux, 05 is Windows),

vX_YrZ is the full version of the product, and

XXY is the major (XX) and minor (Y) version of the product.
Examples:

TSK_OPTI ONS_FI LE_SWL60800v6_4r 1=C:\ Tri Core_v6. 4r1\etc\licopt.txt (*)
TSK_OPTI ONS_FI LE_SWL60800v6_4r 1=/ opt/ Tri Core_v6. 4r1/etc/licopt.txt
TSK_OPTI ONS_FI LE_SWL6080002064=/ opt/ Tri Core_v6. 4r1/etc/licopt.txt
TSK_OPTI ONS_FI LE_SW160800=sw160800- opt . t xt (**)

TSK_OPTI ONS_FI LE=nmyoptions. txt (**)

(*) This variant is automatically set by the installation program of a TASKING product for Windows.
For Linux you have to set the environment variable yourself.

(**) The files sw160800- opt . t xt and nyopti ons. t xt are searched for according to the rules
specified in the search path below.

2. When no environment variable exists for the license options file, the default filename searched for is
I i copt.txt according to the following search path. This path is also searched for when you have
specified a relative path in one of the environment variables.

Windows:
.;.\etc;.\..\etc;tooldir\..\etc;tooldir\..\..\etc;tooldir\..\bin;tooldir
Linux:

.;.letc;./..letc;tooldir/../etc;tooldir/../../letc;tooldir/../bin;tooldir
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The following options can be present in the license options file or as an environment variable:

Option / Environment Variable

Description

Mandatory
/ Optional

TSK_LI CENSE_KEY= Li cense- key |
pool - nanme

or

TSK_LI CENSE_KEY_SWKXXXXX=

Li cense-key | pool - nane

or

TSK_LI CENSE_KEY_SW(xxxxxhhXXY=
Li cense-key | pool - nanme

or

TSK LI CENSE_KEY_SWKXXXXXVX_Yr Z=
Li cense-key | pool - nane

Assign the license key Li cense- key to a
TASKING product. If you have several license
keys for different products you can use the
software product code in the name. The different
variants are the same as specified above this table
with TSK_OPTI ONS_FI LE. If a license pool name
is entered instead of a license key, then the client
can retrieve an arbitrary license associated with
the TASKING product from a license pool from the
local license server. This functionality is, for
example, used for grouping licenses. You can find
the software product code in the email or paper
that contains the license key.

When you specify an environment variable,
matching is done in reverse order as listed in the
table. When you have specified more than one
option in the options file the last one matching in
the file is taken.

Mandatory

TSK_LI CENSE_SERVER=
host [: port][;..]

Specifies the list of license servers and associated
port numbers that can be contacted by a client. A
client tries to connect to a server in the order
specified in the list. Only if a server is offline then
a connection to another (backup) server is made.
The server can be a remote license server or a
local license server. The default is:
licl.tasking.com 8080;

cl. taski ng. com 8936;

cl. taski ng. com 80;

c3. taski ng. com 8080;

c3. taski ng. com 8936;

c3. taski ng. com 80;

c2.taski ng. com 8080;

c2.taski ng. com 8936;

c2.taski ng. com 80;

c4.taski ng. com 8080

c4. taski ng. com 8936;

l'i
l'i
l'i
li
l'i
l'i
l'i
l'i
l'i
l'i
l'ic4. tasking.com 80

Optional

TSK_LI CENSE_PORT=por t

Connect to port port on the license server. For
the remote license server you can use port 8080,
8936 or port 80 (the remote license server listens
on all three ports). If you use a local license server,
specify 9090 or the port that you used during the
installation of the local license server.

Optional
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verbose, or specify the verbose level. With this
option log information about a license request by
a client is sent to st der r . This option can be
useful for debugging licensing problems. You can
specify the following levels:

Level |Description

0 No verbose logging.

1 License errors.

2 General license information.

3 or |Detailed license configuration information,
higher|useful for debugging. For example, the

environment variables or options used,
the license key, the search path.

Option / Environment Variable Description Mandatory
/ Optional
TSK_LI CENSE_PROXY_SERVER= If a proxy server is required for outgoing license |Optional
proxyserver[: port] requests, use this option to specify pr oxyser ver
as the HTTP proxy server. If you omit the port,
the default port is 3128.
TSK_LI CENSE_PROXY_PORT=port |Specify the TCP port number to use for a proxy |Optional
server (default: 3128).
TSK_LI CENSE_FI LE=fil e If this option or environment variable is set, the |Optional
client retrieves a license from the license file fi | e
or instead of a remote server. Use this option when
you use a node-locked client-based license
(default: I'i cfil e.txt).The search path is the
same as for the options file. Alternatively, you can
specify an absolute path.
TSK_LI CENSE_FI LE_SWxxxxx=fi | e|lf you have several license files for different
or products you can use the software product code
TK LI GBNSE_H LE_SWxxxxxhhXXY=fi | e|in the name. The different variants are the same
or as specified above this table with
T LI CGBENEE H LE SixxxxxvX Yr Z=fi | e| TSK_OPTI ONS_FI LE. When you specify an
environment variable, matching is done in reverse
order as listed in the table. When you have
specified more than one option in the options file
the last one matching in the file is taken.
TSK_LOG_VERBGCSE[=I evel ] Log verbose, repeat in the option file for more Optional
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Option / Environment Variable

Description

Mandatory
/ Optional

TSK_LI CENSE_WAI T[=sec]

Wait for a free license. With this option you can
set the license retry time-out (default: none). When
a request for a floating license is denied because
no free seats are available or the license server
is unresponsive then the license request(s) will be
retried for a maximum of sec seconds or until a
seat becomes available. If sec is 0 or =sec is
omitted, an unlimited number of retries will be
used.

Optional

TSK_PROCESS WAl T=sec

Set the parallel process time-out (default:
unlimited). This specifies the number of seconds
the system is allowed to wait for a process to run
if the maximum number of parallel processes
permitted by the license is already running. If sec
is 0, this is the same as not specifying the option,
and the system will wait as long as needed for the
process to run.

Optional

TSK_NET_TI MEQUT=sec

Set the network time-out (default: 4 seconds). This
specifies the number of seconds the system is
allowed to wait for a connection.

Optional

TSK_NO_ANONYMOUS

Send user name and system name with the license
request (for borrowed licenses the user name and
system name are always sent, independent of this
option). This is useful for statistics and access
information of the local license server. This option
is required when you use an access file with a
local license server. On Windows make sure the
Windows environment variable USERNAME is set
to the user name. Note that the user name and
system name are limited to 32 characters.

Optional

Speed up network connection

If you know that only TCP port 80, the last one in the list, is open for transparent access on your firewall,
you can speed up the connection process by setting the following variable in the | i copt . t xt file:

# Connect to port 80
TSK_LI CENSE_PORT=80

or a full version:

TSK LI CENSE_SERVER=I i c1. t aski ng. com 80; | i c3. t aski ng. com 80

Example of an options file

TSK_LI CENSE_KEY_SW160800=1283- ccOa- 5e67- 8ae3
TSK_LI CENSE_SERVER=I i c1. t aski ng. com 8080; | i ¢c3. t aski ng. com 8080
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TSK_LI CENSE_PROXY_SERVER=pr oxy. mydonai n. com
TSK_LI CENSE_PROXY_PORT=8081
TSK_LOG_VERBOSE=2

TSK_LI CENSE_WAI T

TSK_NET_TI MEQUT=10

2.1.3.4.2. License File

If you installed a node-locked client based license, a license file has been created on your computer
(I'i cfile.txt).This file contains the license(s) of your product. The # character marks the start of a
comment.

Example of a license file:

TASKI NG Li cense

| ssue date: 2026-03-11 15:35:43

Li cense type: Node-locked client based |icense| Joinable
For conputer with | D 5Dzm L9+Z- WWbO aMkU- 5Dzm L9+Z- WbO- aMkU- MDAY - Y2Zm
Li cense key: 1283-ccOa-5e67-8ae3

Sof t ware product code: SWL6080005064

Li cense serial number: 12345678

SWL6080005064000=71R4Bf r OqgSWOUF14DTf Nsr ml uhHEbVNaM

O7B/ Brt Rkl J2KKsBYnnB2D2I 6TI Ht BB9EDGoyi 0f DE2j E6RmIv

Jdl Bi i QUFQ792pZT4f U70Ar mAt SVx3ebXwyyaSz1VdV97Z81TJ
PS7Pe60V14wWES] WE 8QOGhy (f e4QKAzeWexkghdCBDd8RI dg+g

SgA==

*+ o H H H H H*

2.1.3.5. Wait for a Free License

In this product you can set the TSK_LI CENSE_WAI T optionin | i copt . t xt to a configurable time period
to wait for a free license seat to become available instead of directly terminating when a license request
is denied.

To wait for a free license, set the license retry time-out (default: none) in | i copt . t xt .
TSK_LI CENSE_WAI T[ =sec]

When a request for a floating license is denied because no free seats are available or the license server
is unresponsive then the license request(s) will be retried for a maximum of sec seconds or until a seat
becomes available. If sec is 0 or =sec is omitted, an unlimited number of retries will be used.

You can combine the wait for a free license with the license queuing mechanism of the local license
server.

2.1.3.6. Transferring a License (Borrow Feature)
It is possible to move a floating license to a node-locked client based license temporarily. This is called

‘borrowing'. You can use the tool licborrow to obtain a time restricted node-locked client based license
on a client system from a local license server servicing a floating license for that client.
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The license is retrieved by specifying the product code of the TASKING product. You can find the product
code in the email or paper that contains the license key. The product code consists of the letters SW and
the first 6 digits of the SW code, for example SWL60800.

You can restrict access to which users and systems are allowed to borrow a license. A 0 days request
returns the borrowed license to the TASKING server.

To borrow a license (Windows, GUI)

1. From the Start menu, select Programs » TASKING product vx.yrz » Borrow License.
The Borrow License dialog appears.

2. From the Borrow license for list, select the product for which you want to borrow a license.

3. Enter the number of Days you want to borrow the license. One day literally means 24 hours.

4. Click Borrow License.

To borrow a license (Windows, command line)

On Windows a command line version is available also. You can download it from https://www.tasking.com/
support/tim/downloads. Enter the following command at a Windows command prompt:

i cborronmcnd [option]... product-code version
where,
product-code a valid software product code in the form SWxxxxxx, where xxxxxx is a 6 digit
number.
version a valid version in the form vX.YrZ, where X is the major version, Y is the minor

version and Z is the revision number. If the rZ is omitted, rl is assumed, if .YrZ
is omitted vX.0rl is assumed.

The following options are available:

-? show option summary
-ddays number of days to borrow (0 .. 128), O returns a license
-L extended list installed products

-l list installed products

-V display version header only (the tool exits with exit code 1)
-V verbose
Examples

Show a list of installed products:

licborrowcnd -I

SWL60800 TASKI NG VX-t ool set for TriCore v6.1r1l
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SWL60800 TASKI NG VX-t ool set for TriCore v6.2r2
SWL60800 TASKI NG VX-t ool set for TriCore v6.3r1l
SWL60800 TASKI NG VX-t ool set for TriCore v6.4r1l

Borrow a license for 7 days:
licborrowcnd -d7 SWL60800 v6. 4r1
Return a license, and verbose enabled:

licborrowcnd -v -d0O SWL60800 v6. 4r1

Getting license info fromserver for |icense-key

Connecting to licl.taski ng. com 8080

Putting license info into cache for |icense-key

Li cense for SW60800 v6.4r1 successfully returned to licl.tasking. com

Show license details about the installed products:

licborrowcnd -L

SWL60800 TASKI NG VX-t ool set for TriCore v6.1r1, cached or borrowed |icense
with key license-key expired on this systemat 2026-02-17 17:04

SWL60800 TASKI NG VX-t ool set for TriCore v6.2r2, no cached or borrowed license
with key license-key available on this system

SWL60800 TASKI NG VX-t ool set for TriCore v6.3r1, cached or borrowed |icense
with key license-key expires on this systemat 2026-02-24 15:26

SWL60800 TASKI NG VX-t ool set for TriCore v6.4r1, cached or borrowed |icense
with key license-key expires on this systemat 2026-02-24 15:26

To borrow a license (Linux)

On Linux PCs, enter the following command at a shell command prompt, assuming that the bi n directory
of the TASKING product is in the search path:

licborrow [option]... product-code version
where,
product-code a valid software product code in the form SWxxxxxx, where xxxxxx is a 6 digit
number.
version a valid version in the form vX.YrZ, where X is the major version, Y is the minor

version and Z is the revision number. If the rZ is omitted, rl is assumed, if .YrZ
is omitted vX.0rl is assumed.

The following options are available:

-? show option summary
-ddays number of days to borrow (0 .. 128), O returns a license
-V display version header only (the tool exits with exit code 1)
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-v verbose

Example

Borrow a license for 7 days:
l'icborrow -d7 SWL60800 v6. 4r1
Return a license:

| i cborrow -d0 SWL60800 v6. 4r1

Exit code

The lichorrow/licborrowcmd tool has the following exit codes:

0 Success (e.g. borrow was successful)
1 Syntax error or other error (e.g. borrow failed), or version header output

2.2. Starting / Closing the TriCore Eclipse IDE

The TASKING VX-toolset for TriCore uses Eclipse as the Integrated Development environment (IDE).

Starting the TriCore Eclipse IDE
To start the TriCore Eclipse IDE:

1. On Windows PCs, from the Start menu, select TASKING VX-toolset for TriCore vx.yrz » TriCore
Eclipse IDE.

On Linux workstations, type eclipse at a shell command prompt, assuming that the TASKING
VX-toolset for TriCore eclipse directory is in the search path.

The Workspace Launcher dialog appears.
2. Enter the path to the workspace.

In the remainder of this manual, we assume you use the default.
3. Enable the option Use this as the default and do not ask again.
4. Click OK to proceed.

Initially, the TriCore Eclipse IDE opens with a workbench displaying the C/C++ perspective with several
views and the Welcome view visible. The Welcome view provides some general information and alternative
ways to access the online documentation.

» Close the Welcome view when you want to create more space on your screen.
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(53) Welcome 3¢

Your workbench should now look similar to this:

=% workspace_ctc_vxy.rz - TriCore Eclipse IDE viyrz - o X

File Edit Source Refactor Mavigate Search Project Run Window Help

- Diidig-a&-[§rE- HFrQvi® g~ - - oo Q g @3

@UCH— Projects X = B8 = B || Outline x = B8
'B% § There is no active editor that

provides an outline.

[: Problems X EJ Console | [ Properties 7 § = 8
Ditems

Description Resource Path Lacation D Type

At any time you can get the Welcome view back again by selecting Welcome from the Help menu.

Closing the TriCore Eclipse IDE
To close TriCore Eclipse IDE:
* From the File menu, select Exit.

Upon exit, the TriCore Eclipse IDE saves the current workbench layout. The next time you start the TriCore
Eclipse IDE, the last saved workbench layout is used.

2.3. Install Solutions from the Eclipse Marketplace

The Eclipse IDE includes the Eclipse Marketplace Client. This provides a means to find and install solutions
from the Eclipse Marketplace and other solution catalogs, such as GitHub Copilot.
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To launch the Eclipse Marketplace Client select Help » Eclipse Marketplace... from the menu.
For more information, read the Eclipse Marketplace User Guide under Help » Help Contents.
Customer Responsibility

Solutions you install via the Eclipse Marketplace are your own responsibility.

You are responsible for:

» Compliance with Eclipse's licensing terms and any additional Eclipse plugins you install

» Understanding Eclipse's data handling practices and workspace storage

» Any third-party Eclipse plugins or extensions you choose to install

» Eclipse IDE updates, security patches, and compatibility issues

By enabling and using any Al coding plugin, you acknowledge that:

* You are solely responsible for any source code, data, or information shared with the Al service
» You must ensure compliance with your organization's data privacy and security policies

» You are responsible for reviewing and validating all Al-generated code suggestions before implementation
» Any intellectual property or licensing implications of Al-generated code are your responsibility
Recommendation for using Al coding plugins:

Review the Al plugin provider's terms of service, privacy policy, and data usage practices before activation.
Consider your organization's data classification and sharing policies before using Al coding assistance
with proprietary or sensitive code.

2.4. How to Use the Documentation

The documentation for the TASKING VX-toolset for TriCore consists of:
» documentation for Eclipse

« this Getting Started manual

» TASKING VX-toolset for TriCore User Guide

» TASKING VX-toolset for MCS User Guide

» TASKING VX-toolset for 8051 User Guide

» TASKING VX-toolset for Arm User Guide

It is strongly recommended to read the documentation in this order:
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Getting acquainted with Eclipse

If you are new to Eclipse, start familiarizing with Eclipse. Eclipse comes with several online documents.
One document describes how Eclipse is organized as a Workbench, with Perspectives that contain Views;
another document explains how to create a sample C/C++ project, build and debug it (CDT documentation).

To start with this documentation:
1. Start Eclipse.
2. From the Help menu, select Help Contents.
The help screen overlays the Eclipse Workbench.
3. Inthe left pane, select Workbench User Guide to learn more about working in Eclipse.

4. Continue with C/C++ Development User Guide to learn more about creating and developing a
C/C++ project.

This part of the documentation explains how to create a "hello world" example. Be aware that this
example does not use the TASKING tools, it uses the standard GNU compiler in Eclipse instead.

Getting started with the TASKING VX-toolset for TriCore (this manual)

The TASKING Getting Started and TriCore User Guide contain specific information for the TASKING
toolset for TriCore. Its content overrides any information found in the Eclipse and CDT documentation.

The next chapters of this manual explain how to setup and work with a TriCore project. It shows some
important features of the TriCore toolset.

TASKING User Guides

Once you are introduced to Eclipse and the TriCore toolset, you can start creating your own projects. The
documentation for the TriCore toolset covers the TriCore C/C++/Assembly language, as well as detailed
description of the various tools and options. Accessing the documentation for the TriCore toolset is similar
to accessing the documentation for Eclipse:

1. Start Eclipse.
2. From the Help menu, select Help Contents.
The help screen overlays the Eclipse Workbench.

3. Inthe left pane, select TASKING VX-toolset for TriCore User Guide to access the documentation
for the TriCore toolset or select one of the other toolset User Guides.

The TASKING manuals are also available in PDF format via the Windows Start menu:

* In the Start menu, browse to TASKING VX-toolset for TriCore vx.y.rz and select the manual you
need.

For information how to use the winIDEA debugger, see the online winIDEA Help.
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2.5. Related Publications

C Standard

C A Reference Manual (fifth edition) by Samual P. Harbison and Guy L. Steele Jr. [2002, Prentice Hall]
ISO/IEC 9899:1999(E), Programming languages - C [ISO/IEC]

ISO/IEC 9899:2011(E), Information technology - Programming languages - C [ISO/IEC]

ISO/IEC 9899:2018(E), Information technology - Programming languages - C [ISO/IEC]

More information on the standards can be found at http://www.iso.org/

DSP-C, An Extension to ISO/IEC 9899:1999(E), Programming languages - C [TASKING, TK0071-14]

C++ Standard

ISO/IEC 14882:2011 C++ standard [ISO/IEC]

ISO/IEC 14882:2014 C++ standard [ISO/IEC]

ISO/IEC 14882:2017 C++ standard [ISO/IEC]

More information on the standards can be found at http://www.iso.org/

The C++ Programming Language (second edition) by Bjarne Straustrup [1991, Addison Wesley]

The Annotated C++ Reference Manual by Margaret A. Ellis and Bjarne Straustrup [1990, Addison
Wesley]

CERT C Secure Coding Standard

The CERT C Secure Coding Standard by Robert C. Seacord [October 2008, Addison Wesley]
The CERT C Secure Coding Standard web site http://www.securecoding.cert.org/

For general information about CERT secure coding, see http://www.cert.org/secure-coding

MISRA C

MISRA C:2012, Guidelines for the use of the C language in critical systems [MIRA Ltd, 2013]
See also https://misra.org.uk/

MISRA-C:2004, Guidelines for the Use of the C Language in Critical Systems [MIRA Ltd, 2004]
See also https://misra.org.uk/

Guidelines for the Use of the C Language in Vehicle Based Software [MIRA Ltd, 1998]

See also https://misra.org.uk/
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TriCore

» Embedded applications binary interface (EABI) V1.3x, V1.6x and V1.8x TriCore™ architectures V3.1
[2019-12-16, Infineon]

» TriCore™ TC1.6.2 core architecture manual 32-bit microcontroller Core architecture Volume 1 (of 2)
V1.2.2 [2020-01-15 Infineon]

e TriCore™ TC1.6.2 core architecture manual - Instruction set 32-bit Unified Processor Core Instruction
Set Volume 2 (of 2) V1.2.2 [2020-01-15, Infineon]

* AURIX™ TC21x/TC22x/TC23x Family User's Manual, V1.1 [2014-12, Infineon]
* AURIX™ TC26x A-Step User's Manual, V1.1 [2013-12, Infineon]

* AURIX™ TC26x B-Step User's Manual, V1.2 [2014-02, Infineon]

* AURIX™ TC27x 32-Bit Single-Chip Microcontroller Target Specification [V2.4, 2011-08, Infineon]
* AURIX™ TC27x User's Manual, V1.4 [2013-11, Infineon]

* AURIX™ TC27x B-Step User's Manual, V1.4.1 [2014-02, Infineon]

* AURIX™ TC27x C-Step User's Manual, V2.2 [2014-12, Infineon]

* AURIX™ TC27x D-Step User's Manual, V2.2 [2014-12, Infineon]

* AURIX™ TC29x A-Step User's Manual, V1.1.1 [2014-01, Infineon]

* AURIX™ TC29x B-Step User's Manual, V1.3 [2014-12, Infineon]

* AURIX™ TC3xx Target Specification, V2.5.1 [2018-04, Infineon]

* AURIX™ TC3xx User's Manual, V2.0.0 [2021-02, Infineon]

* AURIX™ TC35x User's Manual Appendix, V1.6.0 [2020-08, Infineon]

* AURIX™ TC37x User's Manual Appendix, V1.6.0 [2020-08, Infineon]

* AURIX™ TC38x User's Manual Appendix, V1.6.0 [2020-08, Infineon]

* AURIX™ TC39x-B User's Manual Appendix, V1.6.0 [2020-08, Infineon]

8051

» TASKING 8051 EABI, Document ID: C51-75 [2022, TASKING BV]

Arm
* ARM Architecture Reference Manual - ARM DDI 01001 [2005, Arm Limited]

« Arm®v7-M Architecture Reference Manual - ARM DDI 0403E [2021, Arm Limited]
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» Cortex-M3 Technical Reference Manual [Arm Limited]

» Cortex Microcontroller Software Inferface Standard (CMSIS)
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Chapter 3. Setting up a Project

This tutorial shows how to create an embedded software project with the TriCore toolset. It lets you create
your own project with a simple "Hello World" example. The steps to create and build projects for the other
toolsets that are part of the TriCore VX-toolset product, MCS, 8051 and Arm, are similar to that of the
TriCore toolset.

By now you should be familiar with the Eclipse workbench, perspectives and views. If you are not, please
read the Eclipse documentation as described in Section 2.4, How to Use the Documentation.

3.1. Create a Project

Set the TASKING C/C++ perspective

Before creating a TriCore project, it is necessary to have the TASKING C/C++ perspective on the
workbench. By default, this should be the case when you start Eclipse, but if it is not, do the following:

1. Start Eclipse.
Eclipse starts with the last saved workbench layout.

2. To open the TASKING C/C++ perspective: from the Window menu, select Open Perspective »
Other... » TASKING C/C++.

The name of the perspective is displayed in the title bar of the workbench window.
If you attempt to create a TriCore project while the TASKING C/C++ perspective is not active, Eclipse
will ask you to activate the TASKING C/C++ perspective after you finish the New C/C++ Project wizard.
Create aTriCore project with the New C/C++ Project wizard
1. From the File menu, select New » TASKING TriCore C/C++ Project
The New C/C++ Project wizard appears.
2. Enter a name for your project, for example nypr oj ect .
In the Location field you will see the location where the new project will be stored. To change the
default location, you can uncheck the Use default location check box and browse for an alternative
location. However, use the default location for now.

3. Inthe Project type box you can select whether to create an application, a position independent
module or a library.

» Expand TASKING TriCore Application and select Hello World C Project. This creates the file
nmypr oj ect . ¢ with a simple main function.

» Click Next to continue.
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The TriCore Project Settings page appears.

MNew C/C++ Project a X

TriCore Project Settings —

€3 Select 3 processorto continue

Processor selection

> [ Infineon TriCore 1 Family Expand Al

Expand Selected

Collapse All
Multi-core configuration
Actions
B Add startup file(s) to the project
B Add linker script file to the project
If?;I < Back lext > Finish Cancel

Select the target processor for which you want to build the application. For example TC39xB (under
AURIX 2G Family). Afterwards you can always change the processor in the Project » Properties
for dialog.

When you selected a multi-core processor, select the multi-core configuration you want to use. If you
want to create a multi-core project, select All cores. If you want to create a project for a single core
on a multi-core processor, select the specific core.

You can choose to add C startup code to your project and/or add a linker script file to your project.

» Enable Add startup file(s) to the project. This adds the files cstart. c and cstart. h to your
project (or the _t ccor e variants), which are necessary for building C programs. These files are
copiesofl i b/ src/cstart*. c andi ncl ude/ cstart*. h.If you do not add the startup file(s)
here, you can always add them later with File » New » Startup Files.

» Enable Add linker script file to the project. This adds the file mypr oj ect . | sl to your project
which can be edited to customize linking and locating. If you do not add the linker script file here,
you can always add it later with File » New » Linker Script File (LSL).

For details on changing the C startup code and linker script file refer to the TASKING VX-toolset for
TriCore User Guide.

Click Finish to finish the wizard and to create the project.

The project has now been created and is the active project. If you click on the Build myproject
button (), the project is built and should give no errors or warnings.
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The left-hand pane of the Workbench window has two views. The C/C++ Projects view shows the structure
of your projects, complete with all files that are used in the project.

In the standard Eclipse documentation about the workbench is described how you can move and
organize views on your workbench.

3.2. Delete a Project

The project as you just created, is stored as a subfolder named nypr oj ect in the folder
C:. \ User s\ name\ wor kspace_ct c_version. To delete a project, it needs to be properly removed from
the workbench. To delete the project which you just created:

1. Inthe C/C++ Projects view, right-click on the name of the project, mypr oj ect, and select Delete.
A dialog appears which asks for confirmation.

2. Enable Delete project contents on disk (cannot be undone). This will remove your project from
the workbench and also removes the entire mypr oj ect subfolder from your hard disk.

If you disable this option, this would have removed your project from the workbench, but leaves it on
you hard disk. Files can be used later in other projects, or you can later import the whole project.

3. Click OK to confirm.

3.3. Manually Add a File to Your Project

We will recreate the project as described in Section 3.1, Create a Project; however, this time without the
automatic 'Hello World' example C source file. Instead, the example below illustrates how you can manually
add a file to your project.

Recreate your project without 'Hello World'

1. First repeat steps 1 and 2 of Create a TriCore project with the New C/C++ Project wizard in
Section 3.1, Create a Project.

2. Inthe Project type box you can select whether to create an application or a library.

» Expand TASKING TriCore Application and select Empty Project. This creates a project without
a C source file containing the function mai n() .

e Click Next to continue.
The TriCore Project Settings page appears.

3. Repeat steps 4 through 6 of Create a TriCore project with the New C/C++ Project wizard in
Section 3.1, Create a Project.

4. Click Finish to finish the wizard and to create the project.
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Add a new file to your project
To add a new, empty file:

1. Inthe C/C++ Projects view, right-click on the name of the project, mypr oj ect , and select New »
Source File.

The New Source File dialog appears.

2. Specify a source folder and a name for the new file. By default, the new file will be stored in the
project folder (in this case: mypr oj ect ). If your projects contains multiple folders, you can browse
for an alternative source folder to store the new file in.

» Inthe Source folder field, make sure it refers to mypr oj ect .

 Inthe Source file field, type the name of the new file, for example nyfi | e. c. Note that for C files
you must specify the extension . c. For C++ files use the extension . C, . cc, . cpp or. CXX.

» Inthe Template field, select a code template for your source file, for example Def aul t C source
t enpl at e or select <None> if you want to start with an empty file. Note that you can configure
your own templates if you click on the Configure... button.

3. Click Finish to continue.
The new file nyfi | e. c is created and ready for editing in the editor view.
Add an existing file to your project (import)
There are three ways to add a file to your project:
» Import a file (the original file is copied to the project folder)
» Create a file in the project folder
» Create alink in the project folder to an existing file

Import afile

Instead of creating a new file, it is also possible to import an existing file into your project or to create a
file directly in the mypr oj ect folder. To demonstrate this, follow the steps below. Do not close Eclipse.

« First create a C source file (for example exi st i ng. c¢) with a standard editor outside Eclipse. (As
content you can, for example, use a single line containing comments only).

 You can store the file anywhere on your hard disk, but not in your project folder (for example in C. \ TEMP

).
In Eclipse, follow the next steps to import the existing file:
1. Inthe C/C++ Projects view, right-click on the project mypr oj ect and select Import...

The Import wizard appears.
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2. Select General » File System. Click Next to continue.

3. Inthe From directory field, type the path to the directory where you saved exi st i ng. c (for example
C. \ TEMP) and click in the empty white box below.

The left box shows the file structure of the directory, the right box shows the files located in that
directory, similar to the Windows Explorer.

4. Inthe left box, select the folder TEMP.
5. In the right box, select the file exi sti ng. c.
6. Click Finish to finish the wizard and import the file into your project.

The file exi st i ng. c is copied from its location at C. \ TEMP into your project folder and is added to your
project. It is now visible as a C source file in the C/C++ Projects view. Changes you make to this file, will
not affect the original file stored in C: \ TEMP. Also, removing this file from your project will remove the file
also from your project folder, but the original file remains untouched.

Create afile in the project folder

Instead of importing a file, you can create the file exi st i ng. ¢ with a standard editor outside Eclipse,
and store it directly in the mypr oj ect folder. To add the file to your project:

 In the C/C++ Projects view, right-click on mypr oj ect and select Refresh.
The file exi sti ng. ¢ should now be visible as part of your project.
Create a link in the project folder to an existing file

The third way to add a file to your project, is to create a link to an existing file which is stored on a different
location:

1. Inthe C/C++ Projects view, right-click on the project mypr oj ect and select New » File from
Template.

The New File wizard appears.

2. Select the project folder in which to create the link: type the name of your project (mypr oj ect) or
select the project in the box below.

3. Inthe File name field, enter a name for the link, for example | i nk2exi sti ng. c.
4. Click the Advanced >> button.
Additional options appear on the dialog to let you create a link to an existing file.
5. Enable the option Link to file in the file system.
6. Browse to the location where exi st i ng. c is located, select this file and click the Open button.

7. Click Finish to finish the wizard and create the link to the file in your project.
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Remove a file or link from your project
As we do not need this file for the remainder of this tutorial, we can safely remove it again from the project:
* In the C/C++ Projects view, right-click on the file | i nk2exi sti ng. ¢ and select Delete.

The link | i nk2exi sti ng. ¢ is no longer part of your project and has been removed from your project
folder. The original file, however, remains untouched at its original location.

* In the C/C++ Projects view, right-click on the file exi st i ng. ¢ and select Delete.
The file exi st i ng. ¢ is no longer part of your project and has been removed from your project folder.

Be aware that when you remove a file from your project, it always will be removed from its location in
the project folder on your hard disk too!

3.4. Editing Files: C/C++ Editor

Editing a file

Enter the following simple C source in your new source document (the code deliberately contains a
mistake, which you will correct later on):

#i ncl ude <stdi o. h>

int main( void)

{
}

Note the following:

printf( "Hello World\n" ) /* <- missing semcolon */

» The tab label of the editor view shows an asterisk in front of the file name (* nyfi | e. ¢) to indicate that
the file has been modified.

» The C/C++ editor view uses syntax coloring.

» The Outline view shows the structure of the file. You can use this view to navigate through (larger)
source files easily. Alternatively you can expand the structure of the file in the C/C++ Projects view.

* Right-clicking in the editor view presents you with a list of menu commands.

» To receive more help about the editor view, make sure it is active and press F1.
Saving and closing a file

To save the file:

» From the File menu, select Save (Ctrl+S).
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The project will be saved.
To close the file:
» From the File menu, select Close Editor (Ctrl+W).
Eclipse will ask you to save the files that have been modified since the last save.
Notice also the menu commands Save All and Close All Editors which you can use when you are
working with multiple files.
Opening afile in the C/C++ editor

There are several ways to open an existing file. An easy way to open the C source file myfi | e. ¢ directly
in the C/C++ editor is:

 In the C/C++ Projects view, double-click on the file name.
Eclipse recognizes the file as a C source file and opens the file in the C/C++ editor.

» Correct the file by entering the missing semicolon. Save and close the file.

Opening afile in a system editor

If you want to open a C source file in an application (editor) outside Eclipse (instead of the built-in C/C++
editor), proceed as follows:

 In the C/C++ Projects view, right-click on the file nyfi | e. ¢ and select Open With » System Editor.

The file opens in the application that is associated with the file extension . c.

3.5. Closing, Opening and Activating a Project

Closing a project
Like files, you can close a complete project. To do so:
1. Inthe C/C++ Projects view, right-click on the project mypr oj ect and select Close Project.

If there are unsaved files, the Save Resources dialog appears in which you can choose which modified
files need to be saved before closing the project.

2. Select the files you want to be saved and click OK to continue.

Any selected unsaved files are saved first, then the project closes. In the C/C++ Projects view the
project mypr oj ect is now visible as a closed map.
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Opening a project
To reopen the project again:
 In the C/C++ Projects view, right-click on the project nypr oj ect and select Open Project.

The project is open for modifications again. You may need to expand the project structure to view its
contents.

Activating a project

The project related menu items and buttons act on the currently active project. When you create a hew
project, the new project automatically becomes the active project. If you want to work with another project,
you have to make it active first.

To make a project active:
 In the C/C++ Projects view, right-click on the project nypr oj ect and select Set Active Project.

The project is now active. This is mentioned after the project name. Project properties, build and debug
will act on this active project.

3.6. Copy a Project

If you want to use a project as a starting point for a new project, you can make a copy of a project. Not
only a copy of a project is made, but also the project specific filenames and settings will reflect the new
project name.

To copy a project:

1. Inthe C/C++ Projects view, right-click on the project mypr oj ect and select Copy.

2. Inthe C/C++ Projects view, right-click on the project mypr oj ect and select Paste.
The Copy Project dialog appears.

3. Enter a name for your new project, for example Copy of nyproject.

In the Location field you will see the location where the copy of your project will be stored. To change
the default location, you can uncheck the Use default location check box and browse for an
alternative location. However, use the default location for now.

4. Click Copy to continue.

Eclipse makes a copy of the project, renames the LSL file and updates the project configuration and
launch configurations. In the C/C++ Projects view the project Copy of mnypr oj ect is now visible
as a closed map and is the active project.
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3.7. Setting Project Options

Now you are familiar with opening and editing (files in) your project, we will have a look at the options
you can set for building your project.

First make sure the project nypr oj ect is open.

To access the options for your project:

1. From the Project menu, select Properties for. Alternatively, you can click the /= button.
The Properties for myproject dialog appears.

2. If not selected, expand C/C++ Build and select Settings to access the TriCore tool settings.

A screen similar to the following should now appear.
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a=| Properties for myproject

type filter text
> Resource
Builders
~ C/C++ Build
Build Variables
Environment
JSOM Compilation Datak
Logging
Memory
Processor
Stack/Heap
Startup Configuration
Startup Registers
» C/C++ General
Project Natures
Project References
» Run/Debug Settings
Stack Frame properties

Settings
Configuration:

Debug [ Active ]

T Tool Settings | ¢ Build Steps

[ Global Optians
v B C/Crs Compiler
(2% Preprocessing
(22 Include Paths
(22 Precompiled C++ Headers
(2 Language
(2 Floating-Point

(# Code Generation

{5 Allocation
~ (# Optimization

@ Custom Optimization

G g

| Manage Configurations...

Build Artifact | (i) Binary Parsers| @ Error Parsers

8 Use global 'product directory' preference

S{eclipse_home}/../ctc

m
s
e

(] Treat wamings as errors
@ Keep temporary files

[C] Verbose mode of control program

(£ Compilation Speed

{2 Debugging

~ (3 MISRAC
(5 Custor 2012
(& Custom 2004
(5 Custom 1998
~ (2 CERT C Secure Coding

(% Custom CERT C

(22 Diagnostics

(2 Miscellaneous

« 1B Assembler

{5 Preprocessing

(5 Include Pathe

{3 Symbols

(2% Optimization

(22 List File

(22 Diagnostics

(2 Miscellaneous

v 1 Linker
(& Patching

(5 Output Format

(B Libraries

(2% Data Objects
(2 Script File

(2 Optimization
2 Map File

{2 Diagnostics
(& Miscellaneous

Restore Defaults

@ Apply and Close

Apply

Cancel

On the Tool Settings tab, the options are grouped in Global Options, C/C++ Compiler, Assembler and
Linker or Archiver if you are building a library. Note that the options you enter in the Assembler page are
not only used for hand-coded assembly files, but also for the assembly files generated by the compiler.

In the Configuration field, you can choose a configuration for which you want to make changes. Note
that this does not make the configuration active.

For a detailed description of all TriCore toolset options refer to the TASKING VX-toolset for TriCore User
Guide.

Selecting a predefined build configuration
A build configuration is a predefined set of options. When you created the example project mypr oj ect

as described in Section 3.1, Create a Project, you should be able to choose between the Debug and the
Release configuration. Both have their own settings. Check this for your self:
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1. Select the Release configuration.
2. Expand the C/C++ Compiler entry and select Debugging.

The option Generate symbolic debug information is set to None.
3. Select the Debug configuration.

The option Generate symbolic debug information is set to Default.

Setting options and restoring defaults

You can use one of the available configurations as starting point for setting your options. For now, choose
the Debug configuration.

1. Change the option Default to Full.

At this point you can change as many options as you like.
2. Click Apply to apply the new setting(s) to your project.

The dialog does not close, but the new options are saved to the Debug configuration.
To restore to the default Debug configuration options:
1. Click the Restore Defaults button.

The option settings are changed to the default settings of the chosen configuration.
2. Click Apply to apply the default settings to your project.

If you change options without applying them and you try to change the configuration, you are asked
whether to apply the changes first.

Creating your own build configuration
Because of the amount of possible options, it may be very convenient to create your own build configuration.
1. Click on the Manage Configurations... button next to the Configuration field.
The Manage Configurations dialog appears.
2. Click on the New... button.
The Create New Configuration dialog appears.
3. Type a Name (Myconfi g) and optional a Description for your configuration.
In the Copy settings from box, you can choose the initial option settings for your configuration:

4. Select Existing configuration and choose the Debug configuration.
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The existing Debug configuration is the same as the default Debug configuration because we applied
the default settings in the previous example.

5. Click OK.
The Manage Configurations dialog shows the new configuration.

6. Select the new configuration (Myconf i g) and click Set Active.

7. Click OK.

Your new configuration has become the active configuration. From now on, a build will use the option
settings from the Myconf i g configuration. Note that when you select a configuration from the
Configuration field, this only affects the property pages; it does not make the configuration active.

Important: the Restore Defaults button is still associated with the default Debug configuration! Because
the new configuration Myconf i g is based on the Debug configuration, the defaults of the Debug
configuration also apply to the Myconf i g configuration.

Creating your own defaults

The previous example showed how to create your own build configuration to store settings. However, it
was impossible to return to your own defaults, only the original Debug and/or original Release defaults
were available. Below it is described how you can create your own defaults. Basically, you create a
configuration A in which you set your own defaults; then you create a new configuration B which will be
based on configuration A:

If you have found a satisfying combination of option settings, you can create a configuration named
Mydef aul ts.

1. First change the option settings to your own needs.

2. Repeat steps 1 through 7 of Creating your own build configuration but in step 3, type the name
Mydef aul ts.

Normally, any settings you change from here, are saved to Mydef aul t s, thus loosing your original
defaults. To prevent this:

1. Repeat steps 1 through 3 of Creating your own build configuration, to create a second new
configuration and name it Mywor kopt i ons. The name suggests that this will be the configuration
for experimentally changing option settings.

2. Select Existing configuration and choose the Mydefaults configuration.

Your new 'working' configuration is now the same as the configuration named Mydefaults.
3. Click OK.

The Manage Configurations dialog shows the new configuration.

4. Select the new configuration (Mywor kopt i ons) and click Set Active.
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5. Click OK.

Now you can work with the Mywor kopt i ons configuration. If you want to return to your defaults, you
can either make the Mydef aul t s configuration active, or create a new configuration using the
Mydef aul t s configuration to copy the settings from.

3.8. Build a Project

When you build a TASKING TriCore C/C++ project in Eclipse, the TASKING TriCore C/C++ compiler,
assembler and linker are used to compile and link all the source code and the libraries associated with
the project.

To build a project:
» From the Project menu, select Build myproject.

From the Project menu, the following "Build" commands are available:

Build Project Builds the selected project.

Build Working Set »  Opens a wizard in which you can create a customized set of files that will be
built.

Clean... Removes all intermediate files that are created during a build. As a consequence,
the next build cannot rely on existing results from previous builds (thus simulating
a rebuild).

Build Automatically  If you set this option, the selected project will be built automatically after each
applied change in the project properties and after each saved change in the
source files. This way of building is not recommended for C/C++ development.
In order for this option to work, you must also enable option Build on resource
save (Auto build) on the Behavior tab of the C/C++ Build page of the Project
» Properties for dialog.

Build project Builds the active project.

Rebuild project Rebuilds the active project. This builds every file in the project whether or not
a file has been modified since the last build. A rebuild is a clean followed by a
build.

3.9. Refer to Another Project from aTriCore Project

To tell a TriCore project that another project (a TriCore single-core project, MCS project, 8051 project,
Arm project or MIL library project) should be part of it, you need to create a project reference:

1. Inthe C/C++ Projects view, right-click on the name of a TriCore project and select Properties.
The Properties dialog appears.

2. Inthe left pane, select Project References.
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3. Inthe right pane, select the project that must be part of the TriCore project and click Apply and
Close.

Note that when you change the active build configuration of the main TriCore project this does not
automatically change the active build configuration of the linked sub-project. To select the active build
configuration for both projects, for example when switching from Debug to Release, select both the main
project and the sub-project in the C/C++ Projects view by holding down the Ctrl key and clicking on both
projects. Then, right-click and select the active configuration for both projects from Build Configuration
» Set Active.

3.10. Using the Sample Projects

The TASKING VX-toolset for TriCore product comes with a number of examples (delivered in the directory
<instal |l ati on pat h>\ <t ool set >\ exanpl es) for each toolset. Each directory contains a file
r eadme. t xt with information about the example.

You can import the TriCore examples via the Welcome page. This is an alternative for importing existing
projects via the File » Import » TASKING C/C++ » TASKING TriCore Example Projects wizard.

Similarly, you can choose TASKING 8051 Example Projects, TASKING Arm Example Projects or
TASKING MCS Example Projects from the Import wizard.

Import an existing project from the Welcome page
1. From the Help menu, select Welcome.
The Welcome page appears.

2. Click the following button:

#.G

Samples

The Samples page appears.
3. Click TriCore examples.

The Import dialog appears.
4. Select the TriCore examples you want to import into the current workspace.
5. Click Finish

The original examples are copied into the current workspace.

The project(s) should now be visible in the C/C++ Projects view.

You can set additional project options and build the sample projects as explained in the previous sections.
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3.11. Import/Export Project Properties

You can export project properties into a file (. pr op), so that you can import a specific configuration into
a project whenever you want (for example in another workspace).

Export project properties

1.

From the File menu, select Export.

The Export dialog appears.

Select TASKING C/C++ » TASKING C/C++ Project Properties and click Next.

The Export TASKING C/C++ Project Properties dialog appears.

Select the project and configuration from which you want to export the project properties.
Specify the destination properties file (extension . pr op) and click Finish.

The properties will be saved in the specified file.

Import project properties

1.

From the File menu, select Import.

The Import dialog appears.

Select TASKING C/C++ » TASKING C/C++ Project Properties and click Next.
The Import TASKING C/C++ Project Properties dialog appears.

Specify the properties file (extension . pr op) you want to import.

Select the destination project and configuration into which you want to import the project properties
and click Finish.

The properties of the selected project will be replaced by the properties from the selected file.
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Chapter 4. Debugging your Application

Before you start with this chapter, it is recommended to read the Eclipse documentation first. It provides
general information about the debugging process. This chapter guides you through a number of examples
using the TASKING winIDEA debugger with simulation as target.

You can find the Eclipse documentation as follows:

1.

2.

Start Eclipse.

From the Help menu, select Help Contents.

The help screen appears.

In the left pane, select C/C++ Development User Guide.

Open the Getting Started entry and select Debugging projects.

This Eclipse tutorial provides an overview of the debugging process. Be aware that the Eclipse
example does not use the TASKING tools and TASKING winIDEA debugger.

4.1. Setting up a Project for Debugging

4.1.1. Create a Sample Project

1.

Create or reopen the project mypr oj ect as created in Section 3.1, Create a Project. Use the default
values and make sure that you:

 select Hello World C project in the New C/C++ Project wizard.

» enable at least the Debug configuration.

Edit the file mypr oj ect . ¢ as follows:

#i ncl ude <stdi o. h>

int main( void)

{

int i;

for (i=1; i<=3; i++)

{

printf( "%\n",i );

}

printf( "Hello world, " );

printf( "this is \n" );

printf( "a small %adst\n",i-3 );

printf( "debuggi ng exanple.\n" );
}

47



Getting Started with the TASKING VX-toolset for TriCore

3. Save the file.
4. Build your project.

To be able to debug, it is essential that your project has been built properly!
All steps required above are demonstrated in Chapter 3, Setting up a Project.

4.1.2. Set TASKING winIDEA Preferences

In order to select the winIDEA installation of your choice, follow the steps below.
1. From the Window menu, select Preferences.

The Preferences dialog appears.
2. Select TASKING winIDEA.

3. Select your preference for the desired winIDEA setup. Select Use embedded installation and click
the Install button to use the winIDEA that is already embedded in the product, or select Use this
installation to use the winIDEA installation in your system.

4. Click Apply and Close.

4.1.3. Create a Debug Configuration

Before you can debug a project, you need a Debug launch configuration. Such a configuration, identified
by a name, contains all information about the debug project: which debugger is used, which project is
used, which binary debug file is used, which perspective is used, ... and so forth.

If you want to debug on a target board, you have to create a custom debug configuration for your target
board, otherwise you have to create a debug launch configuration for the simulator.

To debug a project, you need at least one opened and active project in your workbench. In this chapter,
it is assumed that the nypr oj ect is opened and active in your workbench.
Configure the TASKING winIDEA
To configure the TASKING winIDEA follow the steps below.
1. From the Run menu, select Debug Configurations...
The Debug Configurations dialog appears.

2. Double-click on TASKING winIDEA, or select TASKING winIDEA and click the New launch
configuration button (L) to add a new configuration.

Or: In the left pane, select the configuration you want to change, for example, TASKING winIDEA
» myproject Debug.
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3. Inthe Name field enter the name of the configuration. By default, this is the name of the project, but
you can give your configuration any name you want to distinguish it from the project name. For
example enter mypr oj ect . si mul at or to identify the simulator configuration.

4. Onthe Main tab, in the Project field, you can choose the project for which you want to make a debug
configuration. Click the Browse... button to select a project. Only the opened projects in your
workbench are listed.

5. Inthe C/C++ Application field enter the absolute object file which will be downloaded to the target,
for example Debug\ mypr oj ect . el f

6. Onthe TASKING winIDEA tab, you can select the additional settings. At least make sure to create
a winlDEA workspace as explained below in more detail.

TASKING winIDEA tab

The TASKING winIDEA tab contains several options:

Debug Configurations o x
Create, manage, and run configurations . .
TASKING winlDEA Launcher i
B 2 X| B 7~ ||Name myproject Debug
typefilter text [E) Main (%5 TASKING winIDEA| - Source | " Refresh| ¢4- Arguments| I Envirenment| [ Common

v 5 TASKING winlDEA
3 myproject Debug

Run control after downloadt
Stop onstartupat:  main
Main

8 Verify after download
O e files

ring to top
Close winIDEA after debug session termination
() Verbose log output

Workspace file: winIDEA\workspace.jif Browse. Configure..  Create Workspace.

Filter matched 2 of 3 items

@ Debug Close

Most options you can leave as default. Details are explained in section Configuring the TASKING winIDEA
in the User Guide.

At least make sure to specify the following:
» Use the Create Workspace... button to create a new winIDEA workspace.

The Create Workspace dialog appears.
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Create Workspace x
winlDEA plugin GDl interface simulator v
Semihosting type: TASKING File System Simulation v
Processor: 30 v
Device TriCore TC1.62 -

Infineon DAP miniWiggler

Use image checker Default
Create SMP configuration: [
Paste Device Unlock Key | For locked devices, obtain unlock key from suppert and paste here.
After download:
() Start boot core normally (defautt startup)
© Presct the PC to application’s entry point (specified in the ELF file)
O Preset the PC to:

* winIDEA plugin

Specifies the debugger interface used in your workspace. For hardware debugging select BlueBox
Development Tools, for the simulator select GDI interface simulator.

» Semihosting type

Select the type of semihosting or system call simulation. For example you can select the TASKING
File System Simulation. Select this to see output in the FSS view for the example projects.

» Processor

The processor you selected in your project. This field is used to select the proper simulator configuration.
» Device

Name of the device used in your target system.
» Hardware

Name of the hardware used in your target system.
« Communication

Specifies the mode of communication including USB and TCP.
» Hardware debugger

Name of the hardware debugger used in your target system.
» Use image checker

Image checker analyzes the file(s) at download to prevent the misconfiguration of the microcontroller
unit (MCU), which could result in an incorrect boot or bricked MCU due to the disabled debug periphery.

You can select Yes to prevent the download or No to execute the download operation. When set to
Default, there will be no changes in the configuration.

» Create SMP configuration
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With this option, you can create a Symmetrical multiprocessing (SMP) configuration. Make sure this
option is disabled, since multi-core debugging is not supported in Eclipse. For multi-core debugging
use the winIDEA standalone product.

» Paste device unlock key

With this option, you can paste the unlock key to access your device and its locked features, in the
cases where your MCU requires a security unlock key.

» After download:
Make a selection from the list. You can select Start boot core normally (default startup) to start the
execution from its boot core in its normal startup configuration or Preset the PC to application’s entry
point (specified in the ELF file) to preset the Program Counter to the entry point of the application

as specified in the ELF file. You can specify a custom address to preset the Program Counter by
selecting Preset the PC to. For the simulator use the middle option.

4.2. Start a Debug Session

*  From the Run menu select Debug .

Alternatively you can click the ## button in the main toolbar.

The winIDEA Debug perspective appears and the debug session is launched. This may take a few

%] workspace_ctc_vx.y.rz - myproject/myproject.c - TriCore Edlipse IDE viyrz - o x
File Edit Source Refactor Navigaste Search Project Run Window Help
g & D0l 8N DR BiEr Qi@ v Sl (SR SR Wil Q im| | &
Debug X = O |[t= Variables X ™. ®e Breakpoin | %7 Expressio = O || Registers X 8 SFRs =8
9 P P g
B % | 19 3§ 04 5 05§ HE| M & %% ¢ HE | et g
~ [} myproject Debug [TASKING winIDEA] Name Type Value Name Value Description
i} winDEA Debug session [myproject.eff from project r/| ¢, ; long Error: Failed to ev... || > &4 General General register g...
~ f® Core 'CPUD STOP
= main() at myproject.c:3 0x20002eb8
= _start() ot cstart.c:1321 0xB0002e54
<] myproject.c X = O |[&F Disassembly X . 5% Outline =8
#include <stdio.h> | Enter location here V[l & @SR ety g
I o s o main:
int main( void ) » 80002ebs: sub.a ale,oxes
int 43 3 for (i=1; i<=3; i++)
for (i=1‘ =35 1) 88002eba mov  d15,8x81
B ’ 80092ebc:  mov.a al5,@x92
. i E printf( "¥d\n",i );
tF( "%d\n",i );
) printf( ") 80003ebe:  st.w [a10],d15
printf( "Hello world, " ); 80002ec8 lea a4,8x30008000
printf( "this is " ’ 8@002ec4:  call printf (exseee2red)
printf( "a small %dst\n",i-3 ); GEBME(E ad;UI‘dgE;iBi<=3; i)
rintf( " deby le.\n” )3 2
printf( "debugging example.\n” ) 88082eca loop alS,"myproject.c”::8 (BxBB@2EBE)
10 printf( "Hello world, “ );
B Console X ¥ Tasks = O |/ 0 Memory X e ES %8 =0

X| 0GB EE T B(E M| Monios g
CDT Build Console [myproject]

"C:\\TriCore_wx.yrz\\ctc\\bin\\amk" -j12 all

Time consumed: 112 ms
**+++ End of build ***+

Writable Srmart Insert 3:1:2
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» The Debug view shows your running application. Because of the settings in the debug configuration,
execution has suspended at the first instruction in the function mai n() .

» The Editor view shows the C source files of your application and shows the line where the execution
has suspended.

» The Variables view shows the variables in your application; in this case i nt i .

4.3. Stepping through the Application

At this moment your application is executing but suspended on the function mai n() . This means the C
startup code has been executed already. From this point, you can step through your application while
inspecting what happens.

1. From the Run menu, select Step Over, or press F6, or click on the Step Over button (*-*) in the
toolbar.

The highlight in the Edit view moves to the next statement.
2. Press F6 again.

The highlight in the Edit view moves to the next statement.

In the Variables view, you can inspect the value of the variable i . It is now set to 1.
3. Press F6 again.

The pri nt f statement has been executed now. The bottom area of your workbench now shows a
new view: FSS App/CPUO stdio [myproject Debug]

FSS stands for File System Simulation. The FSS view simulates the input and output to and from
the target board or simulator when you are debugging. The value of i nt i is printed and sent to the
FSS view for output.

To clear the FSS view, right-click in the view and select Clear.
To restart your application, from the Run menu, select Restart (Ql*:-).

4. Step further through your application.

Watch the value of i nt i in the Variables view and observe the output in the FSS view. The output
is only flushed after a newline (A n)!

4.4. Setting and Removing Breakpoints

Instead of stepping, you can set breakpoints to suspended the application at a certain point.
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A breakpoint is set on an executable line of a program. If a breakpoint is enabled during debugging, the
execution suspends before that line of code executes.

Add breakpoints
To add a breakpoint:

» Double-click the marker bar located in the left margin of the C/C++ Editor next to the line of code where
you want to add a breakpoint.

Adot ® isdisplayed in the marker bar and in the Breakpoints view, along with the name of the associated
file.

Disable breakpoints

You can disable a breakpoint or completely remove it. To disable a breakpoint, do one of the following:
* In the Breakpoints view, disable a breakpoint by clearing the check box.

* In the Editor view, right-click on a breakpoint dot in the margin and select Disable Breakpoint.

The blue breakpoint dot turns white.

Remove breakpoints

To completely remove the breakpoint, do one of the following:

* In the Breakpoints view, right-click on a breakpoint and select Remove.

« In the Editor view, right-click on a breakpoint dot in the margin and select Toggle Breakpoint.
* In the Editor view, double-click on a breakpoint.

The blue breakpoint dot disappears.

Example

With the techniques described above:

1. Setaline breakpoint on the code lineprintf( "a small %ilst\n",i-3 );.
2. Clear the FSS view.

3. Restart your application.

The application suspends when entering the main() function because this was defined in the Debug
configuration.

4. To resume execution, from the Run menu, select Resume, or press F8, or click on the Resume
button (I&).
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The application suspends execution, before this line is executed. The FSS view now shows:

1
2
3
Hello world, this is

Resume execution again to finish execution.

Note that though the application has finished execution, it has not been terminated yet. Your debug
session is still active.

4.5. End a Debug Session

To end the debug session:

1.

2.
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From the Run menu select Terminate or click on the Terminate button (M),

To remove the debug session from the Debug view, right-click on the debug session and select

Remove All Terminated or click on the Remove All Terminated Launches button (%) in the Debug
view.
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